
The Radius 12.0 v2 - 26P12-V2M 
12MP NDAA Compliant Fisheye 

Features 

• 1/1.7” Progressive Scan CMOS 
• NDAA Compliant M-Star CPU 
• 12MP Resolution 
• 20FPS  
• 1.8mm Fisheye Lens  
• 360° Viewing Angle 
• 50 Ft. IR 
• Built in Mic 
• Built in Speaker 
• On-board Dewarping 
• IP67 Weatherproof 
• IK10 Impact Resistant 
• ONVIF Profile S/T/G 
• 3 Year Warranty    
• 5 Year Warranty Option 
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Specifications
Camera and Image

Image Sensor 1/1.7” Progressive scan CMOS

Max Resolution	 4000x3000 @ 20FPS

Effective Pixels 12,000,000 Pixels

Onboard Fisheye Modes

Option 1:  12MP Fisheye (Single) 
Option 2:  FIsheye + Dewarped Panorama 
Option 3: Fisheye + 4 ePTZ

Lens 1.8mm @ F2.0, angle of view 360°

IR Distance 50FT IR Distance

Minimum Illumination 0.03 lux @F2.0, AGC ON

Electronic Shutter Auto/Manual 1 ~ 1/100000s

Audio
Built in Microphone 
Built in Speaker

Wide Dynamic Range Digital WDR

Communication

Onboard Storage MicroSD - Up to 512GB (Card not included)

Communication Interface 1 RJ45 10M/100M Ethernet Interface

Certifications FCC / UL / CE / NDAA Compliant

Interopability ONVIF Conformant - Profiles S, T, G

Power and Dimensions

Power Supply DC 12V(±25%), PoE (802.3af)

Power Consumption Max. 12W

Impact Protection IK10 Impact Rated

Weather Protection IP67 Compliant

Operating Temperature
(-22°F ~ 140 °F) Humidity 10 - 95% (non-
condensing)

Dimensions Φ5.9” x 2.2

Weight 1.1lb
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